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QUICK CHECKLIST



1. All steel is high tensile grade steel; XD or HD…………………………………..
2. Use 20Mpa Concrete (13mm aggregate is preferred) unless otherwise stated………………………………………………………………………………..
3. Plumbing services are in the sub-grade below the DPC layer………………...
4. The floor preparation is uniformly flat compacted and at least 300mm below FFL (when using the Cupolex 260h domes)………………………………………………….
5. The set-out point is taken from the inside of the boxing/form-work to mid-way over the lapping ridge of the Cupolex dome……………………………….
6. Follow the Cupolex plan and extend the Benton Stops as depicted………….
7. All the arrows on the Cupolex domes are pointing in the same direction as indicated on the Cupolex plan. Liken setting out the domes to reading the words on a page; starting top left and reading from left to right and returning to the next line………………………………………………………………………
8. Where the mesh laps, ensure that only two laps are present; cut off any third or fourth laps………………………………………………………………….
9. When pouring the concrete, ensure that an area of approximately 10 x 10 domes are poured first (to foot the domes), before pouring the adjacent edge beam….……………………………………………………………………….
10. Check with your Territorial Authority as to whether or not the PS4 Certificate is required (before pouring the slab)……………………………………………..
If you have any questions, please feel free to call us

P. 0800 CUPOLEX (287 653 NZ 1800 CUPOLEX (284653) AUS

F. +64 9 5266543    
E. enquiries@cupolex.co.nz  
W. www.cupolex.co.nz
P O Box 24 484, Royal Oak, Auckland. 1345 New Zealand
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